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DREDGE 3—6 FEET. CAP TO GRADE WITH EROSION
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NOTES

1. HORIZONTAL DATUM: WASHINGTON STATE PLANE COORDINATE SYSTEM, NORTH ZONE
(NAD—83/91), U.S. FEET.

2. CONTOURS ARE SHOWN IN FEET AT AN INTERVAL OF 1 FOOT AND INDICATE ELEVATIONS
IN REFERENCE TO MEAN LOWER LOW WATER (MLLW). THE BENCH MARK USED IS "DEA
2005" MLLW ELEVATION 16.17".

3. TOPOGRAPHIC & HYDROGRAPHIC BASE INFORMATION PROVIDED BY MINISTER—GLAESER
SURVEYING INC, 2200 E. EVERGREEN BLVD., VANCOUVER, WA 98661; MGS JOB# 04-368;
MGS DRAWING NAME: 04368T1.DWG. DATA COLLECTED: OCTOBER 5, 2004.

4. 1981 DREDGE LIMITS FROM MARINE POWER & EQUIPMENT DRAWINGS 071-0YB—2-006580
SHEET 2 OF 4, AND 533—YD5—42CP SHEET 1 OF 10.

5. PROPERTY BOUNDARIES FROM SEATTLE PUBLIC UTILITIES GIS.
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Figure 5-6

Cross Section Location Plan

Alternative 2 - Capping, Targeted Sediment Removal, and Habitat Enhancement
Slip 4 EE/CA

Figure 3
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